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    The solution:

The i6-series was born out of listening to our 
customers and benchmarking the competition. 
The series uses servo motion technology 
and state of the art electronics to deliver 
user friendly, productive and flexible poly 
wrapping solutions. It fits all types of post-press 
environments like mailing houses, printers, 
publishers, outsourcing companies, finishers 
and direct mail companies.

    User friendly:

User friendly features include Color Touch 
Screen Control graphical user interface 
which simplifies operating the machine.

The i6-series is supplied with automatic 
settings for the wrapping unit. You can 
store jobs with all relevant settings like 
product size, sealing time and temperature 
etc. Further, the solution is supplied with a 
LEARN function for automatic programming 
of new jobs. Put your product on the in-feed 
section and press the LEARN button and 
the solution will automatically measure the 
dimensions and make a new job that you can 
save to the memory.

    Productive:

The i6 series provides outstanding 
performance and efficiency. In today’s 
production environment the jobs get smaller 
and smaller so it is important to be able to do 
quick change overs from one type of job to 
another. The i6-series is equipped with push 
button format changes for the wrapping 
unit to keep change over times as short as 
possible. A typical change over time between 
jobs is from 1 to 4 minutes depending on 
format, number of feeders etc.

The i6-series is constructed to be easy  
to operate with minimal training. 

    Quick return on investment:

The i6-series is designed to have low 
maintenance costs due to servo motion 
technology eliminating clutch/brake and 
other mechanical motion. The solution is also 
designed to produce a realistic productivity 
that matches the customer’s expectations. 
Further the robust construction will ensure 
the longevity of the solution, giving you the 
best possible return on your investment.
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Introducing the new i6 Series  
state-of-the-art poly wrapping solution.

Easy to operate with large  
Color Touch Screen.

Servo motion technology ensures  
high quality wrapping.

Vacuum Shuttle Feeder is perfect for feeding 
thick and heavy products like magazines.

    Flexible:

An important point when investing in a  
new solution is to be sure that it also fits  
the future needs.

The i6-series is an extremely flexible modular 
poly wrapper that handles product sizes up 
to A3 and pack thicknesses up to 50mm. 
The solution can also be extended in length, 
retro fitted any type of feeders, auto loaders, 
stacker, strapping, inkjet etc.

    Ergonomic and safe:

The i6-series is designed to have a low 
and narrow in-feed track height for ease of 
operation. High consideration was given to 
the operators needs during the design stage.

The whole solution is equipped with many 
safety features.

The noise level of the i6-series is very low 
compared to all other comparable poly 
wrapping solutions. This feature is important 
as it improves the work environment 
considerably.

Produces 
up to 50mm 
thick packs.

The iMM Vacuum Shuttle Feeder 
is used for feeding products directly 
from a magazine stack on to the in-
feed conveyor. Designed for feeding 
products like magazines, catalogues, 
CDs, DVDs and books etc. The products 
are fed from the bottom of the stack 
by a shuttle mechanism with suction 
and an adjustable pusher. This feeder is 
normally used as the main feeder and it 
is designed to be loaded while running 
the machine. For increased capacity 
the feeder can be delivered with an 
autoloader.

The Friction Feeder is used for feeding 
products directly from a magazine stack 
on to the in-feed conveyor. Designed 
for feeding products like sheets, folded 
documents, postcards, plastic cards, 
business cards, leaflets, brochures, 
catalogues, CDs and DVDs etc. The 
products are fed from the bottom of 

the stack by belts and a mechanical 
separation system. This feeder is normally 
used for inserts and onserts and it is 
designed to be loaded while running the 
machine. 

Feeders can be moved and used to feed 
in different directions or utilised on other 
machines. For increased capacity an 
autoloader is an available option.

The iMM Stand Alone Vacuum Rotary 
Feeder is used for feeding products 
directly from a magazine stack on to the 
in-feed conveyor. Designed for feeding 
products like sheets, folded documents, 
leaflets, brochures, magazines and 
catalogues etc. The products are fed 
from the bottom of the stack by a three 
suction cups. This is normally used for 
inserts and onserts and it is designed to 
be loaded while running the machine. 
For increased capacity an autoloader is 
an available option.

Produces up 
to 117 packs/
minute.

Picture shows iMM i6 Compact
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Technical Data Sheet 

  iMM i6 Compact iMM i6 Flexi iMM i6 Maxi

 Servo Motion Technology Standard Standard Standard

 Machine speed up to† 7.000 pcs/hour 7.000 pcs/hour 7.000 pcs/hour

 In-feed track length 2.500mm 4.635mm 6.770mm

 In-feed track height 870mm 870mm 870mm

 Number of feeder-connector points,  
 power supply and signal, not counting  
 shuttle feeder 3 pcs 6 pcs 9 pcs

 Over all machine length (mm) 5510mm   7635mm 9770mm

 Pack thickness 80gsm sheet to 50mm 80gsm to 50mm 80gsm to 50mm

 Max. product dimensions 297 x 420mm 297 x 420mm 297 x 420mm

 Min. product dimensions 100 x 175mm 100 x 175mm 100 x 175mm

 Max. film roll diameter                                             500mm on 75mm core 

 Max film roll width 720mm 720mm 720mm

 Film thickness                                             25mu – 60mu  100g - 240g 

 A3 Vacuum Shuttle Feeder Standard Standard Standard

 Stand Alone Rotary Feeder Optional Optional Optional

 Stand Alone Friction Feeder Optional Optional Optional

 Pick & Place Feeder Optional Optional Optional

 Page Opener Optional Optional Optional

 Shingling Conveyor Optional Optional Optional

 Stacker/ Strapper Optional Optional Optional

 Inkjet/ Labelling  Optional Optional Optional

 Power requirements 230V 50Hz/1 phase 230V 50Hz/1 phase  230V 50Hz/1 phase

 Compressed air 80 psi or 5,5 bar 80 psi or 5,5 bar 80 psi or 5,5 bar

Specifications are subject to change without notice.
†The maximum speed will depend on the product type and length.
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